
4CH / 8CH H.265 / H.264
4K Standalone PoE NVR

Smart Cost Saving Standalone PoE NVR

● Supports H.265 and H.264
● Supports up to 8MP IP Camera
● Supports QR code P2P connection
● PoE Built-In
● Support Fisheye DewarpManage multiple location’s video to one platform.

SNVR0411 / SNVR0811



Product Features

Access Live View

Playback Recording

Access Live View / Up to 10 (SNVR0411) / 18 (SNVR0811)   Connections

Up to 4 / 8
H.265 or H.264 IP Camera

GV-SNVR

GV-Eye APP

iPhone / AndroidWeb Browser
GV-Edge Recording Manager / GV-Control Center

GV-Vital Sign Monitor / GV-Center V2

GV-Joystick
(for PTZ Camera)

CH01 CH02

CH03 CH04

The GV-SNVR0411 / GV-SNVR0811 are H.264 / H.265 linux-embedded Standalone 
Network Video Recorders that record video files directly to the internal hard drive 
and support up to 4 / 8 channels for network surveillance. Equipped with 4 / 8 ports 
built-in PoE, they provide network and power the IP cams without using an external 
PoE switch. Featuring up to 4K resolution video output, they eliminate the need for a 
separate PC to view and playback video.

GV-SNVR0411 / GV-SNVR0811

Retail Store

Chain Store Shopping Mall

Supports H.265 and H.264
H.265 reduces the file size by about 50% at the same quality
compared to H.264.

Supports up to 8MP IP Camera and 4K display
Capture even the smallest details.

PoE Built-In
PoE-powered for fast deployment and easy repositioning.

Supports QR code P2P connection
Scan QR code and get mobile viewing 
NVR video on GV-EYE for free.

Free 32ch ERM software
Manage multiple location’s video to 
one platform.

CH01 CH02

CH03 CH04

ERM software

Support Fisheye Dewarp
One of channels could support fisheye 

dewarp function.



GeoVision SNVR + H.264 / 265 Camera

www.geovision.com.tw

SNVR0411
4-CH H.265/H.264 4K Standalone PoE NVR

SNVR0811
8-CH H.265/H.264 4K Standalone PoE NVR

●  4-CH Video recording
●  4-Port PoE (IEEE 802.3af) for  camera connection
●  Up to 3840x2160 resolution for  each channel
●  Up to 4K HDMI Video output
●  1 SATA HDD for up to 8TB storage

●  8-CH Video recording
●  8-Port PoE (IEEE 802.3at) for  camera connection
●  Up to 3840x2160 resolution for  each channel
●  Up to 4K HDMI Video output
●  1 SATA HDD for up to 8TB storage

EFD2700 / EFD4700
2MP / 4MP H.265 Super Low Lux WDR Pro 
IR Mini Fixed IP Dome

FE3402
3MP H.264 WDR Pro Fisheye IP Camera

EDR2700 / EDR4700
2MP / 4MP H.265 Super Low Lux WDR Pro 
IR Mini Fixed Rugged IP Dome

EBL2101 / EBL3101
2MP H.264 Super Low Lux WDR IR Bullet IP Camera
3MP H.264 Super Low Lux WDR Pro IR Bullet IP Camera

EVD2100 / EVD3100
2MP H.264 Super Low Lux WDR IR Vandal Proof IP Dome
3MP H.264 Super Low Lux WDR Pro IR Vandal Proof IP Dome

EBL2702 / EBL4702 
2MP / 4MP H.265 Super Low Lux WDR Pro 
IR Mini Fixed IP Dome

H.265

H.265

H.265


